
 

Bore and Utility Construction Activity Fact Sheet   
 
 
This Fact Sheet is intended to assist in implementing control measures like silt fence and inlet protection with a goal of 
keeping pollutants out of the storm system (inlets, curb and gutter, pipes, and rivers).  Please see the Low Risk Guidance 
Document, available on SEMSWA’s website at www.semswa.org, to determine if your project qualifies as Low Risk, or if 
additional permits from the Southeast Metro Stormwater Authority (SEMSWA) are necessary.  For further guidance or 
questions regarding your project’s permitting needs, please contact SEMSWA at (303) 858-8844.    
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WHAT TYPES OF PROJECTS QUALIFY?  

HOW DO I USE THIS FACT SHEET?  

WHAT DO I NEED TO DO?  

DO – Protect all disturbed soil areas with 

perimeter sediment controls. 
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DON’T leave disturbed soil areas exposed, and 

ensure perimeter controls are properly maintained.  

    

Sw
e

ep
in

g 

DO - Sweep surfaces immediately after 

tracking out occurs.  

DON’T allow track out of dirt or debris onto 

impervious areas such as streets, flowlines, or sidewalks. 

 

 
 

  

http://www.semswa.org/
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 DO - Install tracking controls at any location 

where vehicles enter and exit disturbed soil areas. 

 

 DON’T allow vehicles to enter/exit disturbed 

soil areas without a tracking control. 

 

DO - provide secondary containment for 

liquids and store materials in a designated location. 

 

DON’T store materials in streets or flow lines, 

and make sure liquids cannot leak onto the ground.  

 

DO - Install seed and straw mulch, erosion 

control blanket, or landscaping over disturbed areas 

DON’T leave disturbed soil areas exposed 

after construction.   
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DO - Install inlet protections and rock socks in 

the flow line downstream of your construction site.  

DON’T neglect routine maintenance, or leave 

inlets exposed to sediment and debris. 

DO - Install a designated concrete washout 

area away from flow lines and waterways.  

DON’T let washout waste of any kind exceed 

containment features and wash onto the ground. 

  

  


